
Dimensioni di ingombro e informazioni tecniche sono fornite a puro titolo informativo e possono essere modificate senza preavviso94

Raccorderia pneumatica
Raccordi standard

Raccordi standard in ottone
Serie 100

Nipplo conico 3 pezzi102P3ART.

Nipplo cilindrico101ART.

COD. A B D E F

101M5M5 M5 M5 11,5 4 4 8 100 2,35

101M518 M5 G1/8 14,5 6 4 14 100 8,58

1011818 G1/8 G1/8 16,5 6 6 14 100 8,83

1011814 G1/8 G1/4 19,0 8 6 17 100 14,62

1011838 G1/8 G3/8 20,0 9 6 19 100 19,94

1011414 G1/4 G1/4 21,0 8 8 17 100 18,96

1011438 G1/4 G3/8 22,0 9 8 19 100 23,72

1011412 G1/4 G1/2 23,5 10 8 24 100 32,44

1013838 G3/8 G3/8 23,0 9 9 19 50 23,46

1013812 G3/8 G1/2 24,5 10 9 24 50 37,61

1011212 G1/2 G1/2 25,5 10 10 24 50 41,00

1011234 G1/2 G3/4 27,5 11 10 30 25 74,00

1013434 G3/4 G3/4 28,5 11 11 30 25 72,00
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Nipplo conico102ART.

COD. A B D E F

1021818 G1/8 G1/8 20,0 8,0 8,0 12 100 8,85

1021814 G1/8 G1/4 24,0 11,0 8,0 14 100 14,89

1021838 G1/8 G3/8 24,5 11,5 8,0 17 100 20,73

1021812 G1/8 G1/2 27,5 14,0 8,0 22 50 37,08

1021414 G1/4 G1/4 27,0 11,0 11,0 14 100 17,90

1021438 G1/4 G3/8 27,5 11,5 11,0 17 100 23,83

1021412 G1/4 G1/2 30,5 14,0 11,0 22 50 36,50

1023838 G3/8 G3/8 28,0 11,5 11,5 17 100 25,51

1023812 G3/8 G1/2 31,0 14,0 11,5 22 50 37,42

1021212 G1/2 G1/2 33,5 14,0 14,0 22 50 41,91

1021234 G1/2 G3/4 37,5 16,5 14,0 27 25 69,40

1023434 G3/4 G3/4 40,0 16,5 16,5 27 25 79,08

1023401 G3/4 G1' 42,5 19,0 16,5 34 10 122,00

1020101 G1' G1' 45,0 19,0 19,0 34 10 113,54
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COD. F F1 P L C

10218P3 1/8 1/8 9,0 27,0 8,6 15 5 50 47,14

10214P3 1/4 1/4 11,5 33,5 9,6 19 6 50 49,00

10238P3 3/8 3/8 13,0 36,0 10,0 22 8 50 55,26

10212P3 1/2 1/2 15,5 45,0 12,0 27 12 25 55,00

10234P3 3/4 3/4 18,0 53,0 17,0 36 14 25 84,62

10201P3 1" 1" 22,0 64,0 20,0 46 19 5 37,60

1021814P3 1/8 1/4 9,0 30,0 8,5 15 5 50 23,49

1021438P3 1/4 3/8 11,5 36,0 9,5 19 6 50 22,84

1023812P3 3/8 1/2 13,0 39,0 10,0 22 8 25 39,32


